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PCC SWITCHGEAR CONSTRUCTION DATA (PW-TECH)
Date: Company Name:            
Reference: 
Phone: Fax:        E-mail:

Project:

PW-TECH MAIN CHARACTERISTICS
Cabinet max. dim.: Depth (D)  Width (W)  Height (H) 
Handling max. dim.: Width (W) 
Handling:  Crane  Bridge crane  Rollers
Protection Rate:  IP30 

RAL Shade:  7035   7030   7032  Other
Ventilation:  Natural   Forced 
Form of Separation:  2a   2b   3a  3b 
  4a   4b
Access (Installation):  Front (wall-mounted)  Rear (free-standing)  Side
Future Enlargement:  RH Side  LH Side  Both sides
Lines entry:  Busbar trunking system  Cable  Bottom  Top
Departures outgoing:  Busbar trunking system  Cable  Bottom  Top

PW-TECH STRUCTURAL CHARACTERISTICS
Cabinet roof:  Open (w/ remov. plates)  w/ plenum 
Structural Typology:  w/ wiring panel  w/ subdivided compartments / cells 
Frontal doors:  Pre-cut  without pre-cut
Frontal upper panels:  Blank  w/ Shutters  w/ Slits 
Frontal lower panels:  Blank  w/ Shutters  w/ Slits 
Rear panels:  Screwed  Hinged  w/ Shutters (top)
  w/ Shutters (bottom)  w/ Slits (top)  w/ Slits (bottom)
Side panels:  Screwed  Hinged  w/ Shutters (top)
  w/ Shutters (bottom)  w/ Slits (top)  w/ Slits (bottom)
Busbar system:  by Lafer  by customer  other  
Moulded-case Brand and Model  
  Fixed  Withdrawable  Removable
  Front connections  Rear connections
Air Circuit breakers: Brand and Model  
  Fixed  Withdrawable  Front connections
  Rear connections
Current transformers:  Lafer’s supply  Customer’s supply

PW-TECH ELECTRICAL CHARACTERISTICS
I nom. Main Busbar system: A Rated voltage:   V 
I cc symmetrical:  kA  Frequency:   Hz
System:  TN-S  TN-C  TT  IT
  50% neutral  100% neutral
Copper treatments:  None  Polishing  Other 
Wiring diagram:  Mail  Fax  Submitted
Circuit Breakers list:  Mail  Fax  Submitted

Cert. N. 9190 LAF2 Certificazione C.E.S.I.UNI EN ISO 9001
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Circuit Breakers:

 IP31 IP40 IP41 
 IP42   IP54 (glass door) IP55 
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